DC POWER SUPPLY (FIXED OUTPUT)
PS24
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TECHNICAL SPECIFICATIONS

INPUT POWER SUPPLY 110/ 230 VAC +10% @ 47 TO 53 Hz.
(Customer has to Specify)
OUTPUT VOLTAGE 24V DC
CURRENT 5A (Maximum)
LINE REGULATION $0.1% Plus 10mV for 10% changes in supply main

LOAD REGULATION

+0.1% Plus 10 mV for load variation from no
load to Full load.

RIPPLE AND NOISE

10mV (r.m.s) maximum

INPUT PROTECTION

Fuse protection

OUTPUT PROTECTION

The power supply is electronically protected against
overload and short circuit by means of automatic

cross over characteristics.

OUTPUT VOLTAGE INDICATION

"LED'/'DVM' Indication.

CURRENT ' DVM' Indication.(Optional)
OPERATING TEMPERATURE 0to 50 °C
MOUNTING Panel mounting
BOX DIMENSION WALL MOUNTING

SIZE (H x W x D) mm V&l

266 x 108 x 100 24V/1AI2A
266 x 108 x 170 24V/4A
DIMENSION PANEL MOUNTING

133 x 213 x260 24V/5A

133 x426 x 300 24V/10A

178 x 426 x300 24V/[20A

178 x 426 x 400 24V/30A

*The above specifications are subject to change without prior notice due to continuous R & D.

E.OE.

ANJANA
ELECTRONICS

FEATURES

GOOD REGULATION
LOW RIPPLE
HIGH ACCURACY
FULLY PROTECTED
AGAINST

OVERLOAD AND
SHORT CIRCUIT.
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VALID GOVT. REGN.
SSI/NSIC, DGS & D, SOUTHERN RAILWAY, ICF, ATOMIC ENERGY, SOUTH CENTRAL RAILWAY
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OFFICE : #.4, NEW #.7 47TH STREET, 9TH AVENUE ASHOK NAGAR, CHENNAI - 83.

FACTORY : #.5, THANGAIYAN STREET, MADHA NAGAR EXTN.V, MADANANDAPURAM, PORUR, CHENNAI -116. PH : 23820440,
TELEFAX: 23820371. E-mail aeplin@yahoo.co.in website : www.anjanaelectronics.com




