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TECHNICAL SPECIFICATIONS

INPUT POWER SUPPLY

110/230V AC £ 10% 50Hz

TYPE OF DISPLAY

5 digit, 0.5” Red LED for process value
1 digit, 0.5” green LED for sec/min/hr

CLOCK INDICATION

Green LED 'h' segment

RANGE & RESOLUTION

User selectable 9 different resolution and

range

COUNT Up or down

ACCURACY + 0.05 % Crystal controlled

SET VALUE Within entire range

PROGRAMMING Through feather touch key provided in the
front panel

RESET, START AND STOP Panel and remote

TIMER DESIGN Embedded

MEMORY BACK UP Internal NV RAM  (no battery required)

MEMORY RETENTION 5 years

RELAY OUTPUT Potential free of Contact rating @ 230V AC/
5A.

RELAY ON INDICATION 5mm Red LED

OPERATING TEMPERATURE |§ 0-50°C

TERMINATION Screw Terminals provided in the Rear
panel

MOUNTING Panel Mounting

DIMENSIONS (Hx WxD) 96 X 96 X 130mm

PANEL CUTOUT (Hx W) 92 x 92 mm

ENCLOSURE ABS-Plastic

NET WEIGHT 450gm(approx)

*The above specifications are subject to change without prior notice due to continuous R & D. E&O.E.
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MICROCONTROLLER
BASED DESIGN.
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FEATHERS TOUCH
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PROGRAMMING/SETTING.
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START/STOP/RESET
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